
TOA SPEAKER SYSTEM

 2-WAY WEATHERPROOF SPEAKER
SL-60W/SL-60WH

DESCRIPTION
The TOA SL-60W is a weatherproof 2-way speaker having a
12" (30cm) woofer and a constant directivity (CD) horn with
a piezo driver unit. Its directivity coverage is 90° horizontal
and 40° vertical. The sealed enclosure is made of polyethy-
lene and the speaker unit is weatherproofed, making the
SL-60W ideal for both outdoor and indoor (even in moist
places such as indoor swimming pools) applications.
The SL-60WH has a built-in matching transformer for a
constant voltage distribution system (100-volt line). This
speaker is the same in features and specifications as the
SL-60W except for input impedance.

FEATURES
1. Rain- and weather-proof construction makes the speaker

ideal for outdoor applications (IP-X4 rating pending).
2. CD horn provides uniform frequency response within

90° horizontal by 40° vertical dispersion pattern.
3. Polyethylene resin enclosure ensures high-quality sound

enhancement.
4. Extended frequency response.
5. High 240-watt continuous program material power

handling capacity.
6. Easily mounted in various locations with optional mount-

ing brackets.



SPECIFICATIONS CHARACTERISTIC DIAGRAM

Frequency Response (1W/1m: 1/3 Octave Pink Noise)
Enclosure Sealed type
Model No. SL-60W SL-60WH

Woofer Weatherproofed 12" (30cm) cone speaker
Tweeter CD horn 90° x 40° with weatheroroofed piezo driver
Impedance 8 ohms 125 ohms (80W),

250 ohms (40W),
330 ohms (30W),
500 ohms (20W),
1 k ohms (10W)

Output Sound Pressure Level 92 dB (1W/1m)
Frequency Response 50 Hz to 20 kHz

Power Handling Capacity
Continuous Pink Noise
Continuous Program
Instantaneous Peak

80 watts RMS of band-limited pink noise
240 watts
800 watts

Operating Temperature
Range -20°C to +55°C

Materials Enclosure; Polyethylene
Punched Metal Net, Painted on zinc-plated steel

Name Plate, Screws, Stainless steel
Dimensions

Weight

14.4(W) x 20.1(H) x 12.2(D) inches
367(W) x 510(H) x 310(D) mm

22.7 Ibs (10.3 kg) 26.5 Ibs (12 kg)

*Specifications are subject to change without notice.

APPEARANCE AND DIMENSIONAL DIAGRAM

j Enclosure. m Punching net.
k High-range speaker. n Input cord (20cm).
l Mid/Low-range speaker.

OPTIONS
YS-60
Wall/Pole Mounting Kit
(YS-60B is also necessary for pole mounting)

Wall/pole bracket
Speaker bracket.
Wall attachment/pole holder metal

Pole mount adjusting screw (8-M4)
Angle adjusting screw (2-M8).
Wraparound band insertion holes.

HY-401
Ceiling Mounting Bracket

j Ceiling bracket.
k Speaker bracket.
l Angle adjusting screw (M10).
m Angle adjusting screw (M6).

STB-3
Speaker Stand (ST-20) Mounting Bracket

j    Bracket.
k  Angle adjusting screw.
l  Speaker attachment screw.
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